
The Automatic Distribution Centre.

A powerful pot handling system is essential for coping efficiently

with high volumes. The latest version of the TR 4100 pot robot

from Mayer elevates the whole process of filling and conveying

pots to a new level in automation. In this system, rationalisation

and precision go hand in hand - optimised for quiet operation, the

TR4100 displays both power and accuracy as it places pots on

mobile benches, trailers or collating conveyors. As an automatic

distribution centre it offers improved processing potential, ideally

suited to powerful, large volume potting machines.

preparation filling

Illustrations, design and technical performance characteristics are non-binding.
Subject to changes for the purpose of ongoing product development as well as errors.

TR 4100
Pot robotMayer brand quality: Machinery with a success story

For over 40 years the horticultural profession has been able to benefit from the machine know-how of the Mayer Company.

During this time Mayer has developed a good reputation for the development, production and marketing of machines and

automation solutions; it has become established worldwide as one of the leading suppliers in this segment.

Today its range covers the entire process chain from soil preparation and pot-filling up to the rational handling of end

products in commercial operations. Pioneering developments, such as the time-tested circular system potting machine,

have served to consolidate the name of Mayer as a quality brand. User-oriented technology, great reliability and a long

service life are the qualities for which it stands.

The company gives special priority to the ongoing development of the product range. Mayer continuously sets new standards

in the industry with innovative solutions to facilitate even more efficient production.
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- The central element of any automated pot handling system

- A key logistical point between the potting machine and following processes (e.g. mobile benches)

- Pots are positioned precisely and with care in rows or groups

- Improved drive technology means very quiet operation, even when working at speed

- Flexible positioning and optimum clearance between pots

- Compatible with all standard mobile benches and pot conveyor systems

- Electronically controlled movement and program sequencing

- Easy to program and input data with the modern operating display unit

- Drive on both sides (forward and reverse) for mobile benches with sprung friction wheels to allow for

different sizes

- Swivelling fork action ensures full use of bench area

- Improved operating safety with slatted side panels

At a glance

Pot size:
Output:
Fork width:
Transport dimensions (WxDxH):
Weight:

technical data:

8 to 16 cm/25 cm Ø
max. 7,000 pots/hour
max. 1,600 mm
2,75 x 1,00 x 2,11 m
460 kg

Thanks to an extensive assortment of accessories we are in a
position to offer you customised solutions for special purposes.
Please send us your enquiries.

accessories:

Interfacing between the potting machine and downstream processing, the TR

4100 represents the keystone of a highly rationalised automated system. A

multipurpose handling station, it places pots conveyed to it on a belt precisely

and carefully on mobile benches or trolleys. It can also move pots from table

to table or arrange pots that have already been set down automatically and

with great accuracy.

Depending on the operational situation and the type of pot, well-designed

accessories can make the machine into a seamless complete system. A

pneumatic collector system, adjustable to different pot sizes, arranges both

round and square pots into one or two rows. Special accessories make it easy

to use different bench widths.

With pre-programmed settings the robot places, positions and rearranges pots

completely automatically. A total of 15 programs can be run easily from the

keyboard on the operator display panel. Standard data such as pot size and

diameter, feed and so on are stored for each program. They can be changed

manually at any time. Modifications to other parameters such as positioning

in groups or rows, number of pots in a row, distance between rows in mm etc,

fine tune the robot to the process requirements.

Precisely and carefully, the robot creates a harmonious whole of the processes

of pot transfer and distribution. Pickup, swivel movement and set down flow

smoothly, guaranteeing the utmost in efficiency and care in a time-saving

operation. The TR 4100 - the ultimate in automation.

High distribution capacity

Flexible in application

Intelligent control system

Harmony in operation

TR 4100


